
Product Information:

Application

Important Notice

Precautions

Performance

Attention:

Only cleaning agents that are suitable for the surface are to be used.

Containers:

Container sizes on demand.

Vetro Power Anti-Fog Coating is a ready-to-use solution designed to prevent fogging on 
transparent surfaces by forming a hydrophilic layer that evenly disperses moisture, 
ensuring clear visibility.

Fields of Application
Glass surfaces, prescription glasses, safety goggles, face shields, helmets and visors, 
camera lenses, mirrors, automotive glass, and optical equipment.

Provides temporary fog resistance (typically 8–24 hours)
Works by preventing droplet formation rather than removing 
fog

Physical Characteristics

Disclaimer

General Advice: Do not inhale atomised spray and the liquid 
product. Zyax Chem Pvt. Ltd. is not liable for damages resulting 
from improper application, contamination, or external 
environmental factors such as abrasion, chemicals, or 
environmental exposure.

All information provided is based on current technical 
knowledge and serves as guidance only. Users must verify 
suitability based on speci�c application conditions.

Performance may vary depending on surface type and 
environmental conditions. It is recommended to test on a 
small area before full application to ensure compatibility and 
e�ectiveness.

Storage Conditions

Store in a cool, well-ventilated place away from heat, sparks, 
and open �ames. Keep container tightly closed.

Safety

• Highly �ammable liquid and vapour.
• Causes serious eye irritation.
• May cause drowsiness or dizziness.
• Keep away from heat, sparks, and open �ames.
• Use in well-ventilated areas.
• Wear protective gloves and eye protection.

• Do not smoke during application.
• Use only non-sparking tools.
• Avoid inhalation of vapours.
• Avoid contact with eyes and skin.
• Keep out of reach of children.
• For external use only.

Product Characteristics

• Hydrophilic anti-fog coating
• Prevents condensation buildup
• Maintains clear visibility
• Easy to apply and quick drying
• Non-abrasive and safe for most optical surfaces

Vetro Power Anti-Fog 
Coating

Warning advic e: We recommend w earing suitable pr ot ectiv e clothing. In case of c ontact with 
skin, immediat ely rinse o  with w ater. Do not s wallo w. Avoid c ontact with e yes. In case of 
contact with the e ye or muc osa, immediat ely rinse o  with w ater. In the e vent of s ympt oms 
oc curring, seek medical tr eatment. K eep out of r each of childr en.

Gener al advic e: Do not inhale at omised spr ay and the liquid pr oduct.
Zyax Chem LLP is not liable f or damages t o the pr oduct, as a r esult of dirt ent ering the bottles 
and canis ters, e .g. aft er opening the c ontainers. It is also not liable f or impr oper application of 
the pr oduct if the surf aces have been r ecoat ed f or an y r easons, without Z yax Chem LLP ’s 
prior writt en agr eement, nor f or an y damage t o or det erior ation of the c oating s ystem arising 
fr om causes be yond the c ontr ol of Z yax Chem LLP , including but not limit ed t o impact, 
abr asion, mechanical damage , neglect, malicious damage , �r e damage , pollution and 
abnormal w eather c onditions, neither f or f ailur e associat ed with e xposur e of the c oatings t o 
abr asive, chemical subs tanc es, abr asive scouring, h ydr o�uoric acid and highly alk aline 
chemicals such as bleach, potas sium h ydr oxide and sodium h ydr oxide and/ or if the c oat ed 
surf aces have not been maintained in ac cor danc e with the supplier ’s recommended 
maint enanc e pr oc edur es. All inf ormation is based on t oda y’s stat e-of-the-art t echnology . As t o 
the abo ve-mentioned inf ormation, w e do not la y a claim t o c omplet eness, these ar e only t o be 
unders tood as pos sible e xamples f or application ar eas. Due t o a lar ge number of surf aces and 
object c onditions, the buy er/ user is not r elieved of the duty t o pr of essionally v erify , in his 
responsibility , that our mat erials ar e suitable f or the int ended purpose ac cor ding t o the 
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Gener al Advi ce: Do not inhal e atomise d spray and  the liqu id produ ct.  Zyax Chem  Pvt.  Ltd. is not  
liable  for damages  to the  produ ct,  as a result  of dir t  entering the  bottle s and canisters, e.g. after 
open ing the  containers. Zyax Chem Pvt.  Ltd. is also not  liable  for imp roper  appli catio n of the product  
if the surfaces have been recoated for any reason s, w ith out Zyax Chem Pvt.  Ltd.’s prior writ ten 
agreemen t, nor for any damage  to or deterio ration  of the  coatin g system arisin g from causes beyond  
the control of Zyax Chem Pvt.  Ltd., incl udin g but not  limi ted to impact , abrasion,  mechanical 
damag e, neglect , malic iou s damag e, � re damag e, pollutio n and abnormal  weather  conditions , 
neithe r for failu re assoc iated with  expo sure of the  coatin gs to abrasive, chemica l substan ces, 
abrasive scouring,  hydro�u oric acid  and  high ly alkaline chemic als such as ble ach, potassium 
hydroxide  and sodiu m hydroxide  and /or if the coated surfaces have not been main taine d in 
accordance with  the  supplie r’s recommen ded  main tenance procedures. All informatio n is based on 
today’s state-of-the-ar t  technolog y. As to the  above-mentioned  information , we do not  lay a claim  to 
comple teness, these are only to be und erstood as possible  example s for applic atio n areas. Due to a 
large number  of sur faces and obje ct condition s, the buyer/ user is not  relieved of the duty to 
professionally  verif y, in his own respon sibilit y, that  our materia ls are suita ble  for the intended purpose 
accordin g to the  respec t ive obje ct condition s. In all other  respec ts, our general conditions  of sale 
appl y. If th e new produ ct in formation  is issued th e validity of th e old version  expi res.

Clean the surface thoroughly to remove dust, oil, and 
residues.

Shake the bottle well before use and spray a light mist 
onto the surface.

Spread evenly using a micro�ber cloth and allow it to 
air dry or lightly bu� for a clear �nish.

Reapply as required for consistent anti-fog 
performance.

Appearance Clear liquid

Density approx. 0.79 mPas

Flash Point ~12°C

Boiling Point approx. 82°C


